
NOTES:
1. AT  LEAST 9 INCHES  SHALL BE PROVIDED BETWEEN THE PLANTING SURFACE AND THE CREST OF EACH PLANTER

2. PLANTERS SHALL NOT BE LOCATED ON UNEVEN OR SLOPED SURFACES.

3. TOP SOIL/PLANTING MIX IS AT LEAST 18" DEEP.

4. TOP SOIL CONTAINS NO MORE THAN 30% COMPOST.

5. MINIMUM GRAVEL LAYER SHALL BE 12" DEEP.

6. DIRECT OVERFLOW DISCHARGE PER BUREAU OF ENGINEERING AND BUILDING AND SAFETY REQUIREMENTS.

7. PLANTING IS REQUIRED. CONSULT LANDSCAPE ARCHITECT FOR SPECIFIC PLANT TYPES.

SECTION NOT TO SCALE

4"-8" TYP.

RESERVOIR COURSE
3
4" WASHED GRAVEL LAYER

CHOKER:  1
4" - 12" WASHED P-GRAVEL

TOP SOIL / PLANTING MIX

COBBLE OR 

2% TYP.

.005 MIN
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6" MIN. 
(3" mulch layer within)

DIRECT OVERFLOW DISCHARGE PER
 BUREAU OF ENGINEERING & LADBS 
REQUIREMENTS

SPLASHBLOCK

3" MIN.
Freeboard

REINFORCED CMU BLOCK OR
PRE-CAST CONCRETE WITH

OVERFLOW DRAIN: 4" DIA. PVC PIPE WITH
ATRIUM GATE INLET AT 6" ABOVE FINISH GRADE

LONGITUDINAL 4" DIA. PERFORATED PVC PIPE
WRAPPED IN NON-WOVEN GEOTEXTILE MEMBRANE.

NON-WOVEN GEOTEXTILE 

COMPACTED BASE
PER PROJECT PLAN

PLAN NOT TO SCALE

4" DIA. PERFORATED PVC PIPE
WRAPPED IN NON-WOVEN

OVERFLOW DRAIN: 4" DIA. PVC PIPE WITH
ATRIUM GATE INLET AT 6" ABOVE FINISH GRADE

DIRECT OVERFLOW DISCHARGE PER
 BUREAU OF ENGINEERING & LADBS 
REQUIREMENTS

GEOTEXTILE MEMBRANE

4" DIA. PVC PIPE

DOWNSPOUT WITH COBBLE
OR SPLASHBLOCK BELOW
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Min 2'-0" FROM DOWNSPOUT

MEMBRANE (OPTIONAL) 

WATERPROOF MEMBRANE  THROUGHOUT

UNIFORM MIX OF SAND AND ORGANIC
MATERIAL (EX: COMPOST); MIN INFILTRATION
RATE OF 5 INCHES PER HOUR.
(DO NOT COMPACT)

PONDING

PLACED OVER 1" GRAVEL LAYER.


